
DATE: 10/11/04  •  JOB # 16965
BLACK CYAN MAG YELLOW FORM 3 - 4/0

Model No: LF600

Description 600 Amp Lug Flow-Thru to 100amp 120v Stage Pin Distro

Phase & Amperage 
(line/total)

3-phase 200a / 600a

Input Type - Flow Thru 3-phase 400a 208Y-/120v Sister Lug

Output Type 6-100a 125v Stage Pin &  2-20a Courtesy

Circuit Protection 6-100a 120v & 2-20a 120v Circuit Breakers (10k AIC)

Dimensions  &  Weight 21"L x 13"W x 13"H  -  38lbs.

Model No: LF1200

Description 1200 Amp Lug Flow-Thru to 100amp 120v & 240v Stage Pin Distro

Phase & Amperage 
(line/total)

3-phase 400a / 1200a

Input Type - Flow Thru 3-phase 400a 208Y-/120v Sister Lug

Output Type 6-100a 125v & 3-100a 240v Stage Pin &  2-20a Courtesy

Circuit Protection 6-100a 120v, 3-100a 240v, & 2-20a 120v Circuit Breakers
(10k AIC)

Dimensions  &  Weight 27"L x 13"W x 13"H  -  57lbs.

Specifications subject to change. LIT-SST-LF-090104 © AC Power Distribution, Inc.

Lug-Fed Distribution

Additional models wth Stage Pin outputs can be found in the "Stage Pin Distribution" category.
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M odel No: CF1 5 0 D C

Description 150 Amp 3-phase Camlock Main Breaker / Disconnect

Phase & Amperage (line/total) 3-phase  150a / 450a

Input Type 3-phase 400a 208Y-/120v Camlock Type

Output Type 3-phase 400a 208Y-/120v Camlock Type, 1-20a Courtesy & Test Jacks

Circuit Protection 1-3-phase 150a 240v (65k AIC) & 1-20a 120v (10k AIC) Circuit Breakers

Dimensions  &  Weight 19.5"L x 13.5"W x 11.5"H  -  38lbs.

Available with Locking Pin Type Input/Flow-Thru (M L150DC)

CF model available with 3R Outdoor rating (CF150DC-3R)

M odel No: CF2 2 5 D C

Description 225 Amp 3-phase Camlock Main Breaker / Disconnect

Phase & Amperage (line/total) 3-phase  225a / 675a

Input Type 3-phase 400a 208Y-/120v Camlock Type

Output Type 3-phase 400a 208Y-/120v Camlock Type, 1-20a Courtesy & Test Jacks

Circuit Protection 1-3-phase 150a 240v (65k AIC) & 1-20a 120v (10k AIC) Circuit Breakers

Dimensions  &  Weight 19.5"L x 13.5"W x 11.5"H  -  44lbs.

Available with Locking Pin Type Input/Flow-Thru (M L225DC)

CF model available with 3R Outdoor rating (CF225DC-3R)

M odel No: CF4 0 0 D C

Description 400 Amp 3-phase Camlock Main Breaker / Disconnect

Phase & Amperage (line/total) 3-phase  400a / 1200a

Input Type 3-phase 400a 208Y-/120v Camlock Type

Output Type 3-phase 400a 208Y-/120v Camlock Type, 1-20a Courtesy & Test Jacks

Circuit Protection 1-3-phase 150a 240v (65k AIC) & 1-20a 120v (10k AIC) Circuit Breakers

Dimensions  &  Weight 19.5"L x 13.5"W x 11.5"H  -  63lbs.

Specifications subject to change. LIT-SST-DC-090104 © AC Power Distribution, Inc.

O p t io n s

O p t io n s

O p t io n s

Available with 3R Outdoor rating (CF4 0 0 D C- 3 R)

Main Breakers/Disconnects
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